Response dated September 3, 2008 Application No. 1 0/677,990 

Response to Office Actum mailed April 3, 2008 

Amendments to the Claims 

This listing of claims will replace all prior versions, and listings, of claims in the 
application: 

Listing of Claims: 

1-17. (Canceled) 

18. (Currently Amended) A first device capable of controlling an associated device, the first 
device comprising: 

a CPU; 

computer memory; 

a communications interface; 

an input capable of associating with input/output devices to facilitate obtaining data 
relevant to a state associated with the associated device; 

an output capable of associating with input/output devices to facilitate sending 
signals to the associated device; 

the CPU configured to evaluate the obtained date data and to generate signals in 
response to the evaluation of obtained data to the associated device; 

an http server; and, 

instructions; 

the first device capable of combining the instructions with the obtained data; 

the first device capable of communicating the combined obtained data and instructions through 

the communications interface to a third device; wherein, in operation: 

the instructions and data are combined in a manner that is usable by a web browser associated 

with the third device. 

19. (Currently Amended) A first device capable of controlling an associated device, the 
first device comprising: 

a CPU; 

computer memory; 

a communications interface; 
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an input capable of associating with input/output devices to facilitate obtaining data 
relevant to a state associated with the associated device; 

an output capable of associating with input/output devices to facilitate sending signals 
to the associated device; 

the CPU configured to evaluate the obtained data and to generate signals in response to 
the evaluation of obtained data to the associated device; 

an http server; and, 

instructions; 

the first device capable of combining the instructions with the obtained data; 

the first device capable of communicating the combined obtained data and instructions through 

the communications interface to a third device; wherein, in operation: 

the instructions and data being combined in a manner that is usable by a web browser 

associated with the third device; and, 

the instructions and obtained data combined in a manner that requires the web browser to utilize 
an external resource. 

20. (Currently Amended) A first device capable of controlling an associated device, the 
first device comprising: 

an input capable of associating with input/output devices to facilitate obtaining data 
relevant to a state associated with the associated device; 

an output capable of associating with input/output devices to facilitate sending 
signals relevant to the control of the associated device to the associated device; 

a CPU configured to evaluate the obtained data and to generate signals in response to 
the evaluation of obtained data to the associated device; 

instructions defining potential functionality that, in operation, are executed by 
a web browser, with or without the necessity of the web browser using external 
resources; 

the first device capable of combining the instructions with the obtained data; and, 
the first device capable of communicating the combined obtained data and 
instructions to a third device. 
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21. (Cancelled). 

22. (Currently Amended) A first device capable of being associated with a second 
device, the first device comprising: 

a control block; 
computer memory; 
an interface; 

an input capable of associating with input/output devices to facilitate obtaining data 
relevant to a state associated with the second device; 

an output capable of associating with input/output devices to facilitate sending 
signals to the second device; 

a CPU configured to evaluate the obtained data and to generate signals in response to 
the evaluation of obtained data to the second device; 

an http server; and, 

instructions; 

the first device capable of combining the instructions with the obtained data; 

the first device capable of communicating the combined obtained data and instructions through the 

interface to a third device; wherein, in operation: 

the instructions and obtained data being combined in a manner that is usable by a web browser 
associated with the third device. 

23. (Currently Amended) A first device capable of being associated with a second 
device, the first device comprising: 

a communications interface; 
a control block; 

an input capable of associating with input/output devices to facilitate obtaining data 
relevant to a state associated with the associated device; 

an output capable of associating with input/output devices to facilitate sending 
signals to the associated device; 

a CPU configured to evaluate the obtained data and to generate signals in response to 
the evaluation of obtained data to the second device; 
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an http server; and, 
instructions; 

the first device capable of combining the instructions with the obtained data; 

the first device capable of communicating the combined data and instructions through the 

communications interface to a third device; wherein, in operation: 

the instructions and data are combined in a manner that is usable by a web browser 
associated with the third device; and, 

the instructions and data are combined in a manner that requires the web browser to utilize an 
external resource. 

24. (Currently Amended) A first device capable of being associated with a second 
device, the first device comprising: 

a control block; 

an input capable of associating with input/output devices to facilitate obtaining 
data relevant to a state associated with the associated second device; 

an output capable of associating with input/output devices to facilitate 
sending signals relevant to the control of the second device to the second device; 

a CPU configured to evaluate the obtained data and to generate signals in response to 
the evaluation of obtained data to the second device; and 

instructions defining potential functionality that may be executed by a web 
browser, with or without the necessity of the web browser using external resources; 
the first device capable of combining the instructions with the obtained data; and, 
the first device capable of communicating the combined obtained data and instructions to a 
third device. 

25. (Currently Amended) A first device capable of controlling an associated device, the first 
device comprising: 

a CPU; 

computer memory; 

a communications interface; 
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an input capable of associating with input/output devices to facilitate obtaining data 
relevant to a state associated with the associated device; 

an output capable of associating with input/output devices to facilitate sending signals 
to the associated device; 

the CPU configured to evaluate the obtained data and to generate signals in response 
to the evaluation of obtained data to the associated device; 

an http server; and, 

instructions; 

the first device capable of combining the instructions with the obtained data; 

the first device capable of communicating the combined obtained data and instructions through 

the communications interface to a third device; 

the first device being capable of receiving communications from the third device, said 
communications relating to the control capabilities of the first device; wherein, in 
operation: 

the instructions and obtained data are combined in a manner that is usable by a web browser 
associated with the third device. 

26. (Currently Amended) A first device capable of controlling an associated device, the 
first device comprising: 
a CPU; 

computer memory; 

a communications interface; 

an input capable of associating with input/output devices to facilitate obtaining data 
relevant to a state associated with the associated device; 

an output capable of associating with input/output devices to facilitate sending 
signals to the associated device; 

the CPU configured to evaluate the obtained data and to generate signals in response 
to the evaluation of obtained data to the associated device; 

an http server; and, 

instructions; 

the first device capable of combining the instructions with the obtained data; 
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the first device capable of communicating the combined obtained data and instructions through 
the communications interface to a third device; 

the first device being capable of receiving communications from the third device, which 
communications relate to the control capabilities of the first device, wherein, in operation: 
the instructions and obtained data are combined in a manner that is usable by a web browser 
associated with the third device; and, 

the instructions and obtained data are combined in a manner that requires the web browser to 
utilize an external resource. 

27. (Currently Amended) A first device capable of controlling an associated device, the 
first device comprising: 

an input capable of associating with input/output devices to facilitate obtaining data 
relevant to a state associated with the associated device; 

an output capable of associating with input/output devices to facilitate sending signals 
relevant to the control of the associated device to the associated device; 

a CPU configured to evaluate the obtained data and to generate signals in response to 
the evaluation of obtained data to the associated device; 

instructions defining potential functionality that may be executed by a web 
browser, with or without the necessity of the web browser using external resources; 
the first device capable of combining the instructions with the obtained data; and, 
the first device capable of communicating the combined obtained data and instructions 
to a third device; 

the first device being capable of receiving communications from the third device, said 

communications relating to the control capabilities of the first device; 

wherein, in operation, the communications from the third device utilizes an IP address. 

28. (Cancelled). 

29. (Cancelled). 

30. (Cancelled). 

31. (Cancelled). 
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32. (Cancelled). 

33. (Currently Amended) A first device capable of controlling an associated device, the 
first device comprising: 

a CPU; 

computer memory; 

a communications interface; 

an input capable of associating with input/output devices to facilitate obtaining data 
relevant to a state associated with the associated device; 

an output capable of associating with input/output devices to facilitate sending 
signals to the associated device; 

the CPU capable of configured to facilitateing the evaluation of obtained data and 
generation of the signals in response to the evaluation of obtained data to the associated 
device; 

an http server; and, 
instructions; 

the first device capable of combining the instructions with the obtained data; 

the first device capable of communicating the combined obtained data and instructions through 

the communications interface to a third device; 

the instructions and obtained data being combined in a manner that is usable by a web 
browser associated with the third device; and, 

the combined instructions and obtained data being usable by the web browser to facilitate 
storage of the obtained data. 

34. (Currently Amended) A first device capable of controlling an associated device, the first 
device comprising: 

a CPU; 

computer memory; 

a communications interface; 
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an input capable of associating with input/output devices to facilitate obtaining data 
relevant to a state associated with the associated device; 

an output capable of associating with input/output devices to facilitate sending signals 
to the associated device; 

the CPU configured to evaluate the obtained data and to generate signals in response 
to the evaluation of obtained data to the associated device; 
an http server; and, 
instructions; 

the first device capable of combining the instructions with the obtained data; 

the first device capable of communicating the combined obtained data and instructions through 

the communications interface to a third device; wherein, in operation: 

the instructions and obtained data are combined in a manner that is usable by a web browser 

associated with the third device; 

the instructions and obtained data are combined in a manner that requires the web browser to 
utilize an external resource; and, 

the instructions and obtained data in conjunction with the web browser and external 
resource providing the capability to store the obtained data. 

35. (Cancelled). 

36. (Cancelled). 

37. (Currently Amended) A first device capable of being associated with a second 
device, the first device comprising: 

a control block; 
computer memory; 
an interface; 

an input capable of associating with input/output devices to facilitate obtaining data 
relevant to a state associated with the second device; 

an output capable of associating with input/output devices to facilitate sending 
signals to the second device; 
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a CPU configured to evaluate the obtained data and to generate signals in response to 
the evaluation of obtained data to the second device; 
an http server; and, 
instructions; 

the first device capable of combining the instructions with the obtained data; 

the first device capable of communicating the combined obtained data and instructions through 

the interface to a third device; wherein, in operation: 

the instructions and data being combined in a manner that is usable by a web browser 
associated with the third device; and, 

the instruction combined with the obtained data causing the third device to store the obtained 
data. 

38. (Cancelled). 

39. (Cancelled) 

40. (Currently Amended) A first device capable of controlling an associated device, the 
first device comprising: 

a CPU; 

computer memory; 

a communications interface; 

an input capable of associating with input/output devices to facilitate obtaining data 
relevant to a state associated with the associated device; 

an output capable of associating with input/output devices to facilitate sending signals 
to the associated device; 

the CPU configured to evaluate the obtained data and to generate signals in response 
to the evaluation of obtained data to the associated device; 

an http server; and, 

instructions; 

the first device capable of combining the instructions with the obtained data; 

the first device capable of communicating the combined obtained data and instructions through 

the communications interface to a third device; wherein, in operation: 
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the instructions and obtained data being combined in a manner that is usable by a web 
browser associated with the third device; 

the first device being capable of receiving communications from the third device, which 
communications relate to the control capabilities of the first device; and, 
the instructions causing the third device to store the obtained data. 

41. (Currently Amended) A first device capable of controlling an associated device, the 
first device comprising: 
a CPU; 

computer memory; 

a communications interface; 

an input capable of associating with input/output devices to facilitate obtaining data 
relevant to a state associated with the associated device; 

an output capable of associating with input/output devices to facilitate sending signals 
to the associated device; 

the CPU configured to evaluate the obtained data and to generate signals in response 
to the evaluation of obtained data to the associated device; 

an http server; and, 

instructions; 

the first device capable of combining the instructions with the obtained data; 

the first device capable of communicating the combined obtained data and instructions through 

the communications interface to a third device; 

the first device being capable of receiving communications from the third device, said 
communications relating to the control capabilities of the first device; wherein, in operation: 
the instructions and obtained data are combined in a manner that is usable by a web browser 
associated with the third device; 

the instructions and obtained data are combined in a manner that requires the web browser to 
utilize an external resource; and, 

the instructions cause the third device to store the obtained data. 

42 (Currently Amended) A first device capable of controlling an associated device, the 
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first device comprising: 

an input capable of associating with input/output devices to facilitate obtaining data 
relevant to a state associated with the associated device; 

an output capable of associating with input/output devices to facilitate sending signals 
relevant to the control of the associated device to the associated device; 

a CPU configured to evaluate the obtained data and to generate signals in response to 
the evaluation of obtained data to the associated device; 

instructions defining potential functionality that may be executed by a web 
browser, with or without the necessity of the web browser using external resources; 
the first device capable of combining the instructions with the obtained data; and, 
the first device capable of communicating the combined obtained data and instructions to a 
third device; 

the first device being capable of receiving communications from the third device, said 
communications relating to the control capabilities of the first device; wherein, in operation: 
the communications from the third device utilizing an IP address; and, 
the instructions causing the third device to store the obtained data. 

43 (Cancelled). 

44. (Currently Amended) A first device capable of being associated with a second 
device, the first device comprising: 

a control block; 

computer memory; 

an interface; 

an input capable of associating with input/output devices to facilitate obtaining data 
relevant to a state associated with the second device; 

an output capable of associating with input/output devices to facilitate sending signals 
to the second device; 

a CPU configured to evaluate the obtained data and to generate signals in response to 
the evaluation of obtained data to the second device; 
an http server; and, 
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instructions; 

the first device capable of combining the instructions with the obtained data; 
the first device being capable of receiving communications from the third device, which 
communications relate to the control block of the first device; and, wherein, in operation: 
the instructions causing the third device to store the obtained data. 

45. (Currently Amended) A first device capable of being associated with a second device, 
the first device comprising: 

a communications interface; 
a control block; 

an input capable of associating with input/output devices to facilitate obtaining data 
relevant to a state associated with the associated device; 

an output capable of associating with input/output devices to facilitate sending signals 
to the associated device; 

an http server; 

a CPU configured to evaluate the obtained data and to generate signals in response to 
the evaluation of obtained data to the second device; and, 
instructions; 

the first device capable of combining the instructions with the obtained data; 

the first device capable of communicating the combined obtained data and instructions through 

the communications interface to a third device; 

the first device being capable of receiving communications from the third device, said 
communications relating to the control block of the first device; wherein, in operation: 
the instructions and obtained data being combined in a manner that is usable by a web 
browser associated with the third device; 

the instructions and obtained data combined in a manner that requires the web browser to utilize 
an external resource; and, 

the instructions causing the third device to store the obtained data. 

46. (Cancelled). 
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47. (Cancelled). 



-14- 



